There are many books on how to dry lumber for quality and profit and they are very helpful in understanding that the simple things that we do at the kiln are the most valuable. For example, lets start at the stick plant. By using well manufactured tickers that are the same thickness and length, we can produce nice straight lumber inside the kiln. The stickers should also line up with each other all the way down to the cart support bars so this will give plenty of support for the loads above. When choosing a sticker size, one must balance maximum air flow (thicker stickers) and maximum kiln capacity (thinner stickers). Also, by using 2-in spacers instead of 4-in spacers, you can put more lumber inside your kilns and have a smaller area for which air can travel through helping the rest of the load get more air, heat and humidity that it needs to dry the lumber. Now on to the kiln. The integrity of the kilns are very important, good baffling is a must to help air, heat and humidity be forced through the stickers.
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Checking mud legs and condensate lines for plug ups. Check kiln doors to make sure that they are not at the bottom of the door hooks, they should be somewhere in the middle of the hooks to push the door up against the frame, this will help provide a better seal for the doors. Keep an eye on your thermocouples, make sure that they are maintained and installed correctly. There is a five step procedure on how to replace and to install thermocouples. Check for leaks and damaged kiln panels, repair and replace as needed. Vents also need our attention, be sure that linkage is not worn out and is adjusted correctly, this will help provide more control over the wet bulb and enable a tighter depression when vents are opening and closing correctly. Be sure that your roofs don't leak, repair as needed and check that your gutter system is in good repair and is directing the water off the roofs away from the kilns. There are many more simple things that we can do to help us in the quality and profit of lumber drying, just keep it simple. Here is a way to get stickers that are on edge to lay down.
